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When the ultimate level of control is required, MP Lighting’s 
3-Circuit Track System provides the solution. Three circuits offer 
endless merchandising and ambience creation opportunities. 
Certain fixtures can be shut-off while others can be set to 
intensely illuminate objects. Maximum control and reduced energy 
costs make this 3-Circuit Track System an excellent choice.

The heavy duty extruded aluminum profile is ideal for demanding 
applications where numerous and / or heavy fixtures are needed.

Introduction











3-Circuit Track Mounting
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H50

Spotlight 

Application: Accent, decorative, general 
and down lighting.

Source: Ceramic metal halide.

Material: Cast aluminum body.

Mounting: Easy to position and tighten. 
Install on MP 3-Circuit Track System 
(sold separately). 3-circuit switch 
selectable (circuit 1, 2, 3 or off). Low 
profile. Positive locking. 

Voltage: 120V.

Lamp (not included): R111.  
Average rated life: 9000 hrs 
Average initial lumens: 750 (22W),  
1600 (38W), 2850 (70W) 
CRI: 85 (22W), 81 (38W), 84 (70W) 
CCT (k): 3000̊

Approval: Dry locations.  
Approved to UL standards by CSA/US.

BK	= Black
S	 = Silver

3CT = 3-Circuit Track 22 = 22W
38 = 38W
70 = 70W

CODE MOUNTING LaMp WATTAGE FINISH

H50 3CT - R111 -

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.

Beam determind by lamp (not included).




