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When the ultimate level of control is required, MP Lighting’s 
3-Circuit Track System provides the solution. Three circuits offer 
endless merchandising and ambience creation opportunities. 
Certain fixtures can be shut-off while others can be set to 
intensely illuminate objects. Maximum control and reduced energy 
costs make this 3-Circuit Track System an excellent choice.

The heavy duty extruded aluminum profile is ideal for demanding 
applications where numerous and / or heavy fixtures are needed.

Introduction
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Track

Code Length Finish

3CT -

04	= 4’
08	= 8’
12	= 12’

BK	= Black
S	 = Silver

BK S

3 Circuit Track

Tracks are supplied in standard 4ft, 8ft 
and 12ft lengths. They can be field cut 
and joined together.

Connectors come with a guide lug which 
fits into the track’s off-center groove to 
ensure polarity. The connector is then 
securely fastened with a lock screw.

The track also has a ridge aligned 
underneath the neutral conductor as a 
visual indicator for ease of installation.

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.
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Field Cutting

Track can be field cut using a circular saw 
with a non-ferrous blade (designed for 
cutting aluminum) or with a hacksaw and 
mitre box.

After the track has been cut to the desired 
length, the conductors have to be bent 
at a 90˚ angle using the Power Wire 
Bending Tool (3CTPWB). The conductors 
can be measured and finished using the 
plastic gauge at the other end of the tool. 
The conductors have been bent correctly 
when the plastic gauge sits flush with the 
track end.

Code

3CTPWB

Power Wire Bending Tool
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Connectors

Code Finish

3CT101 -

Code Finish

3CT301 -

Code Finish

3CT502 -

Code Finish

3CT201 -

Code Finish

3CT401 -

Code Finish

3CT601 -

Code Finish

3CT202 -

Code Finish

3CT501 -

Code Finish

3CT602 -

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

End Cap

Straight Line Coupler

Feedable L-Connector Inside

Live End Feed

Live MIddle Feed

Feedable T-Connector Outside Right

Live End Feed Reverse Polarity

Feedable L-Connector Ouside

Feedable T-Connector Outside Left

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.

Red line shows polarity.
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Connectors

Code Finish

3CT603 -

Code Finish

3CT801 -

Code Finish

3CT604 -

Code Finish

3CT901 -

Code Finish

3CT701 -

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

Feedable T-Connector Inside Right

Adjustable Connector

Feedable T-Connector Inside Left

Flexible Connector

Feedable X-Connector

Note: Cannot be used to feed track.

Note: Cannot be used to feed track.

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.

Red line shows polarity.
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Mounting Accessories

Code Finish

3CT1001 -

Code Finish

3CT1201 -

Code Finish

3CT1202 -

Code Stem Length Finish

3CTC4 -

Code Stem Length Finish

3CTC3 -

Code Finish

3CT1301 -

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

12	= 12"
24	= 24"
36	= 36"
48	= 48"
X	 = Custom

Note: Maximum 
offset angle: ±22.5̊

BK	 = Black
S	 = Silver

12	= 12"
24	= 24"
36	= 36"
48	= 48"
X	 = Custom

Note: Maximum 
offset angle: ±22.5̊

WH	= White

Ceiling Clamp Recessed T-Bar Ceiling Clamp

Round Ceiling Canopy with Stem

T-Bar Ceiling Clamp

Square Ceiling Canopy with Stem

Wall Mount Bracket

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.
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Code Finish

3CT3001 -

Code Finish

3CT3101 -

Code Finish

3CT3201 -

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

BK	 = Black
S	 = Silver

Replacement Track Adapter

Replacement Track Adapter (H20/H50)

Replacement Track Adapter (H10)

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey. 

Track adapter will come automatically  
with fixture.

Suspension Sets & Track Adapters 

Code Drop Option Finish

3CT1801 -

60	= 60"
X	 = Custom

S1 = Swivel

1 Maximum offset  
  angle: ±40̊

MC	= Matte Chrome
BK	 = Black

Cable Suspension Set

Code Drop Option Finish

3CT1802 -

12	= 12"
24	= 24"
36	= 36"
48	= 48"
X	 = Custom

S1 = Swivel

1 Maximum offset  
  angle: ±40̊

MC	= Matte Chrome
BK	 = Black

Rod Suspension Set (Ø1/4”)

Note: Rods can be field 
cut to desired length.
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21st Century Lighting. Ceramic metal halide lamps are an energy-
efficient option to incandescent and halogen sources with higher 
luminous efficacy and a longer life. This means lower costs due 
to less fixtures used to light a given area, as well as reduced 
maintainance time needed for relamping (average life of CMH 
lamp is 9000 hours).

Luminous efficacy can also reduce other operating costs such as air 
conditioning because less total watts are required to accomplish the 
same luminace as compared to traditional incandescent sources.

Recent developments by lamp manufacturers to reduce the physical 
size of the ceramic metal halide lamp have allowed the design of 
modern aesthetically pleasing architectural fixtures to light shops, 
retail displays, public buildings, museums or anywhere traditional 
track lighting with incandescent sources are used.

Heads &
 Fixtures
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H10



3-Circuit Track Mounting

      193 Circuit Track 2009

H10

Spotlight 

Application: Accent, decorative, general 
and down lighting.

Source: Ceramic metal halide.

Material: Cast aluminum body.

Mounting: Easy to position and tighten. 
Install on MP 3-Circuit Track System 
(sold separately). 3-circuit switch 
selectable (circuit 1, 2, 3 or off). Low 
profile. Positive locking.

Voltage: 120V.

Lamp (not included): T4*.  
Average rated life: 12,000 hrs 
Average initial lumens: 3500 (39W),  
7300 (70W) 
CRI: 90 
CCT (k): 3000̊

Approval: Dry locations.  
Approved to UL standards by CSA/US.

BK	= Black
S	 = Silver

3CT = 3-Circuit Track

Code Mounting Lamp WATTAGE Beam Finish

H10 3CT - T4 -

12 = 12̊  Beam
24 = 24̊  Beam
38 = 38̊  Beam

39 = 39W
70 = 70W

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.

* CDM Elite 39W T4 to be used in  
   vertical position ±60̊  only.
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H20



3-Circuit Track Mounting
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H20

Spotlight 

Application: Accent, decorative, general 
and down lighting.

Source: Ceramic metal halide.

Material: Cast aluminum body.

Mounting: Easy to position and tighten. 
Install on MP 3-Circuit Track System 
(sold separately). 3-circuit switch 
selectable (circuit 1, 2, 3 or off). Low 
profile. Positive locking.

Voltage: 120V.

Lamp (not included): T4.  
Average rated life: 12,000 hrs 
Average initial lumens: 3500 (39W),  
7300 (70W) 
CRI: 90 
CCT (k): 3000̊

Approval: Dry locations.  
Approved to UL standards by CSA/US.

BK	= Black
S	 = Silver

12 = 12̊  Beam
24 = 24̊  Beam
38 = 38̊  Beam

39 = 39W
70 = 70W

3CT = 3-Circuit Track

Code Mounting Lamp WATTAGE Beam Finish

H20 3CT - T4 -

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.
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Note: Fixture comes with shroud, but can be 
used without it.

H30
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Canopy Mount 3-Circuit Track Mounting
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H30

Spotlight 

Application: Accent, decorative, general 
and down lighting.

Source: Ceramic metal halide.

Material: Machined aluminum body.

Mounting: Easy to position and 
tighten. Install on MP 3-Circuit Track 
System (sold separately). 3-circuit 
switch selectable (circuit 1, 2, 3 or off). 
Low profile. Positive locking. Canopy 
mounting option available.

Voltage: 120V.

Lamp (not included): BT5.  
Average rated life: 12,000 hrs 
Average initial lumens: 1650 (22W),  
2400 (39W) 
CRI: 90 
CCT (k): 3000̊

Approval: Dry locations.  
Approved to UL standards by CSA/US.

BK	= Black
S	 = Silver

15 = 15̊  Beam
30 = 30̊  Beam

22 = 22W
39 = 39W

3CT	= 3-Circuit Track
C3	 = C3 Canopy
C4	 = C4 Canopy

Code Mounting Lamp WATTAGE Beam Finish

H30 - BT5 -

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.
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H50



3-Circuit Track Mounting
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H50

Spotlight 

Application: Accent, decorative, general 
and down lighting.

Source: Ceramic metal halide.

Material: Cast aluminum body.

Mounting: Easy to position and tighten. 
Install on MP 3-Circuit Track System 
(sold separately). 3-circuit switch 
selectable (circuit 1, 2, 3 or off). Low 
profile. Positive locking. 

Voltage: 120V.

Lamp (not included): R111.  
Average rated life: 9000 hrs 
Average initial lumens: 750 (22W),  
1600 (38W), 2850 (70W) 
CRI: 85 (22W), 81 (38W), 84 (70W) 
CCT (k): 3000̊

Approval: Dry locations.  
Approved to UL standards by CSA/US.

BK	= Black
S	 = Silver

3CT = 3-Circuit Track 22 = 22W
38 = 38W
70 = 70W

Code Mounting Lamp WATTAGE Finish

H50 3CT - R111 -

Note: Silver: Aluminum parts are matte  
clear anodized. Plastic parts are grey.

Beam determind by lamp (not included).




